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TO: HOLDERS OF THE PYROTECHNIC CARTRIDGE SERVICE 
INFORMATION LETTER 26-06, DATED MAR 15/04, REV 4. 

 
 

REVISION NO. 5 DATED JUNE 30, 2004 
 

HIGHLIGHTS 
 

THIS PUBLICATION HAS BEEN REPRINTED IN ITS ENTIRETY.  REPLACE ALL 
PREVIOUSLY ISSUED COPIES OF THE SERVICE INFORMATION LETTER. 
 
The highlights of the revision are outlined below.  All pages have been revised and 
maintain the format of ATA 100 and the AECMA Simplified English guidelines. 
 
 

Chapter/Section 
and Page No. 

Description of Change Effectivity 

   
   

Page 1 Revised bridgewire resistance to include parts 
manufactured 06-2002 and prior. 

 

   
Page 1 Revised Life Limits to 10 years total life.  
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SERVICE INFORMATION LETTER 26-06 
 
SCOPE 
 
This Service Information Letter covers the pyrotechnic cartridges manufactured by MASS Systems. 
 

TECHNICAL PROPERTIES 
 

PROPERTY SPECIFICATION 
Description  
 Part No. M13083-5, M13083-10, M13083-25, M13083-45, M30900400, 

M30903819, M30903823, M30903824, M30903849, M30903850, 
M30903920 

 Nomenclature Cartridges, Power Device  UN0323                   1.4S explosive 
   
Temperature Properties  
 Temperature Range -65ºF to +250ºF (-54ºC to +121ºC) 
   
Storage Data  
 Container Plastic bag, electrostatic, black, heat sealed 
 Temperature -65ºF to +250ºF (-54ºC to +121ºC) 
   

 
INTRODUCTION 
 
The pyrotechnic cartridge is FAA - PMA approved (by test and computation) replacement for Pacific 
Scientific Company’s pyrotechnic cartridge.  The MASS Systems cartridge has increased safety of 
handling in that the No Fire condition is at 1.0 ampere 1.0 Watt.  The cartridge is a Class 1.4S explosive 
device and can be transported by air. 
 

BRIDGEWIRE TEST OF CARTRIDGE 
 
WARNING: FOR SAFE HANDLING, PERSONNEL MUST BE GROUNDED AND A 

SHUNT DEVICE MUST BE INSTALLED ON EACH CARTRIDGE (EXCEPT 
WHEN SPECIFIED IN THE PROCEDURE).  INADVERTENT DETONATION 
OF A CARTRIDGE MAY CAUSE INJURY. 

 
Test cartridge bridgewire; refer to the appropriate Component Maintenance Manual for the fire 
extinguisher for the cartridge test procedure (Section 1).  
 
TEST PARAMETERS 
 
Requirement: Bridgewire resistance is 0.90 to 1.40 ohms for manufacture dates of 07-2002 and after. 
 Bridgewire resistance is 0.75 to 1.25 ohms for manufacture dates of 06-2002 and prior. 
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LIFE LIMIT 
 
The cartridge life is 10-years total (any combination of storage and service). 
 
STORAGE 
 
Install shunt device and safety sleeve (refer to cross-reference chart below) on the cartridge.  Insert the 
cartridge in an electrostatic black plastic bag, then into a cardboard carton.  Seal and identify the 
cardboard carton.  Mark the part number, Service Date, expiration date, and the pyrotechnic classification 
on the cardboard carton. 
 
The storage temperature is +40ºF to +100ºF (+4ºC to +38ºC). 
 
 

CARTRIDGE TO SAFETY SLEEVE CHART 
 

CARTRIDGE SAFETY 
SLEEVE 

M13083-5 60920-10 
M13083-10 60920-10 
M13083-25 60920-10 
M13083-45 60920-10 
M30900400 60920-10 
M30903819 60920-10 
M30903823 60920-10 
M30903824 60920-10 
M30903849 60920-10 
M30903850 60920-10 
M30903920 60920-10 

 


