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SCOPE 
 

This Service Information Letter covers the portable water solution fire extinguisher P/N 
M892480 manufactured by MASS Systems, A Unit of Ameron Global, Inc. 
 

TECHNICAL PROPERTIES 
 

PROPERTY SPECIFICATION 
  

Hydrostatic (proof) pressure 300 psig  

Burst pressure 500 psig minimum 

Ambient temperature range -40oF to +140oF 

Weight of antifreeze extinguishing agent  One and 3/8 quarts (44 ounces) 

Weight of charged assembly 7 pounds maximum 

Container Material Brass 

Container capacity 102 cubic inches 

Discharge time at 70ºF 30 seconds minimum  
45 seconds maximum 
 

Discharge distance (horizontal stream) 12 feet for at least ¾ of the total agent 

Force to turn cartridge handle 15 inch-pounds maximum 

Force to depress discharge lever 3 pounds maximum 
  

 
INTRODUCTION 
 
The TSO approved portable water solution fire extinguisher P/N M892480 is direct 
replacement for the Overland Aviation P/N 11000.   The MASS Systems portable water 
solution fire extinguisher P/N M892480 meets the same TSO requirements as the Walter Kidde 
Aerospace P/N 892480.  These portable water solution fire extinguisher is fully FAA approved 
and manufactured under FAA - TSO per the Federal Aviation Regulation (FAR) §21.605. 
 
DOCUMENTATION 
 

All the portable water solution fire extinguishers are supplied with FAA Form 8130-3 
Airworthiness Approval Tags.  Applicable Component Maintenance Manual ATA 26-20-02. 
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