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TO: HOLDERS OF AMETEK AMERON, LLC / MASS SYSTEMS CARTRIDGES

REVISION 1, DATED AUG 6/12

HIGHLIGHTS

THIS PUBLICATION HAS BEEN REPRINTED IN ITS ENTIRETY. REPLACE ALL
PREVIOUSLY ISSUED COPIES OF THE SERVICE INFORMATION LETTER.

The highlights of the revision are outlined below. All pages have been revised and maintain the
format of ATA 100 and the AECMA Simplified English guidelines.

Chapter /
Section and Description of Change Effectivity
Page No.
All Updated to current format. 8-6-2012
Scope Updated company name to AMETEK Ameron, LLC d/b/a 8-6-2012
MASS Systems
Warning  Added “The cartridge is an explosive device..Inadvertent 8-6-2012
detonation may cause injury.”
1. Changed step to check for cartridge safety shunt instead of 8-6-2012
grounding safety chamber.
2. Added information on how to obtain cartridge safety cap and 8-6-2012
renumbered subsequent steps.
3. Removed “Make sure shunt device and o-ring are installed...”. 8-6-2012
4. Added step for steel wool verification. 8-6-2012
5. Changed “cartridge safety chamber” to “cartridge safety cap” 8-6-2012

and added note recommending use of o-ring.
6. - 10. Separated previously Step 5 to various steps to add more detail.  8-6-2012

7. Added step to check bridgewire. 8-6-2012
8. Added step to secure cartridge with safety cap on vice. 8-6-2012
9. Added steps to refer to CMM to for connecting cartridge to power  8-6-2012

supply and added note that use of battery is not recommended.
10. Added recommendation for use of ear plugs. 8-6-2012
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11. Changed distance to “10 feet (3 meters)” from “5 feet (1,5 8-6-2012
meters)” and added reference to CMM.
12. Added note to confirm cartridge firing by checking bridgewire. 8-6-2012
13. Added note to discard after firing. 8-6-2012
NOTE Added “one-time use’ note for cartridge safety caps. 8-6-2012

Figurel  Updated figure one to show current cartridge safety cap design 8-6-2012

Table1.  Added table to specify cartridge safety cap and steel wool reqmt.  8-6-2012

REVISION HISTORY

Initial Release: Rev. N/C, Dated 1-30-2002
Revision 1: Rev. 1, Dated 8-6-2012

PLEASE NOTE THAT THE INFORMATION CONTAINED HEREIN WAS ORIGINATED BY AND IS THE PROPERTY OF
AMETEK AMERON, LLC / MASS SYSTEMS AND SHALL NOT BE USED, TRANSFERRED, REPRODUCED OR
DISTRIBUTED WITHOUT WRITTEN CONSENT FROM MASS SYSTEMS. ALL RIGHTS, ARE RESERVED BY MASS
SYSTEMS.
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AMETEK

AMERON

MASS Systems

SERVICE INFORMATION LETTER 26-13

SCOPE

This Service Information Letter covers the disposal of pyrotechnic cartridges manufactured by
AMETEK Ameron, LLC d/b/a MASS Systems.

CARTRIDGE DISPOSAL

WARNING: THE CARTRIDGE IS AN EXPLOSIVE DEVICE. FOR SAFE HANDLING,
PERSONNEL MUST BE GROUNDED AND A SHUNT DEVICE MUST BE
INSTALLED ON THE CARTRIDGE. INADVERTENT DETONATION OF A
CARTRIDGE MAY CAUSE INJURY. THE CARTRIDGE MUST BE
DETONATED IN A SAFETY FIXTURE THAT PROTECTS PERSONNEL
FROM SERIOUS INJURY.

1. Make sure the shunt device is installed on the cartridge for safe handling.

2. Obtain cartridge safety cap from:
AMETEK Ameron, LLC / AGPS
4750 Littlejohn Street
Baldwin Park, California 91706, U.S.A
(626) 856-0101

3. Wrap the ground strap around your wrist and connect the ground strap to the circuit tester. Test
the ground circuit.

WARNING: THE CARTRIDGE IS AN EXPLOSIVE DEVICE. FOR SAFE HANDLING,
PERSONNEL MUST BE GROUNDED AND A SHUNT DEVICE MUST BE
INSTALLED ON THE CARTRIDGE. INADVERTENT DETONATION OF A
CARTRIDGE MAY CAUSE INJURY.

4. Inspect the cartridge safety cap for steel wool, if applicable, and make sure relief holes are
covered with the steel wool (refer to Figure 1 and Table 1).

NOTE: If steel wool is not present, return the safety cap.

5. Thread the cartridge safety cap onto the cartridge.

6. Remove cartridge shunt.
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7. Check cartridge bridgewire per applicable CMM.

8. Firmly secure cartridge with cartridge safety cap on a vice to prevent cartridge projection during
firing. Cartridge with cartridge safety cap should be secured on vice vertically and from opposite
end of vent holes.

NOTE: Ensure that cartridge safety cap relief holes are not blocked by vice!

9. Refer to CMM for cartridge firing pins and connect cartridge to the power supply.

NOTE: Use of battery as power supply is not recommended.

10. It is highly recommended that earplugs be worn.

11. Stand back ten feet (3 meters) minimum behind a shielding wall and apply voltage and current
per CMM or 28-VDC and 3.5 Amperes MINIMUM to detonate the cartridge.

12. Confirm cartridge was fired by checking continuity. Bridgewire pins should give an “open”
reading.

13. Discard cartridge and safety cap in accordance with approved procedure.

NOTE: Cartridge safety caps are good for a one-time detonation only.

CARTIDGE CARTIDGE
TOGGLE ~ BRIDGEWIRE ,
SWITCH SCHEMATIC PYROTECHNIC

SHUNT DEVIC Eﬂwrj

POWER
SUPPLY

/ SAFETY CAP

\—STEEL WOOL

O=RING IF APPLICABLE

Figure 1: Cartridge Disposal Setup
(Actual geometry may vary)

>>> This section intentionally left blank <<<
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I Table 1: Cartridge and Safety Cap Leading Particulars
Item | Catridge P/N Thread Gggg(:)- Type \%gg: Item | Catridge P/N Thread egggo Type \?\;ﬁil Item | Catridge P/N Thread Gggg(:)- Type \?\;ﬁil
1 30600-6 .9375-20-UNEF-3A -1 | Yes | 41 M30903849 .500-20 UNF-2A -10 I Yes | 81 | M30903942 .625-18 UNF-2A -8 Il Yes
2 30600-12 .500-20-UNJF-3A -10 Il Yes | 42 M30903850 .500-20 UNF-2A -10 1} Yes | 82 | M30903943 .5625-18 UNF-2A -9 Il Yes
3 30600-13 .500-20-UNJF-3A -10 Il Yes | 43 M30903852 .500-20 UNF-2A -10 1} Yes | 83 | M30903944 .5625-18 UNF-2A -9 Il Yes
4 30600-18 .9375-20-UNEF-3A -1 | Yes | 44 M30903856 .500-20 UNF-2A -10 1} Yes | 84 | M30903945 .5625-18 UNF-2A -9 Il Yes
5 30600-22 .6875-24 NEF-2A -5 | Yes | 45 M30903857 .500-20 UNEF-2A | -10 I Yes | 85 | M30903949 .5625-18 UNF-2A -9 1l Yes
6 30600-23 .6875-24 NEF-2A -5 | Yes | 46 M30903859 .500-20 UNEF-2A | -10 I Yes | 86 | M30903959 .625-32 UN-2A -6 1l Yes
7 30600-29 .6875-24 NEF-2A -5 | Yes | 47 M30903870 .500-20 UNEF-2A | -10 I Yes | 87 | M30903962-1 | .500-20 UNEF-3A -10 1l Yes
8 30600-30 .500-20-UNJF-3A -10 1l Yes | 48 M30903871 .625-24 UNRF-2A -7 1 Yes | 88 | M30903964 .500-20 UNF-2A -10 1l Yes
9 30600-31 .6875-24 UNEF-2A -5 | Yes | 49 M30903872 .625-32 UN-2A -6 1 Yes | 89 | M446090 .500-20 UNF-2A -10 Il Yes
10 | 30600-37 .5625-18 UNF-3A -9 1l Yes | 50 M30903872-1 | .625-32 UN-2A -6 I Yes | 90 | M446090-2 .500-20 UNF-2A -10 1l Yes
11 | 30600-38 .5625-18 UNF-3A -9 Il Yes | 51 M30903874 .500-20 UNF-2A -10 1} Yes | 91 | M446090-3 .500-20 UNF-2A -10 1l Yes
12 | 30600-39 .5625-18 UNF-3A -9 1l Yes | 52 M30903875 .625-24 UNEF-2A -7 I Yes | 92 | M446158 .5625-18 UNF-2A -11 | Yes
13 | 30600-40 .9375-20 UNEF-3A -1 | Yes | 53 M30903876 .625-32 UN-2A -6 I Yes | 93 | M446189-1 .5625-18 UNF-2A -9 Il Yes
14 | 30600-41 .5625-18 UNF-3A -9 Il Yes | 54 M30903886 .500-20 UNF-2A -10 1} Yes | 94 | M446201 .5625-18 UNF-2A -11 | Yes
15 | 30600-42 .5625-18 UNF-3A -9 Il Yes | 55 M30903889 .5625-18 UNF-2A -9 I Yes | 95 | M446203 .5625-18 UNF-2A -11 | Yes
16 | 30600-43 .5625-18 UNF-3A -9 Il Yes | 56 M30903890 .625-18 UNF-2A -8 I Yes | 96 | M446290 .500-20 UNF-2A -10 Il Yes
17 | 30600-45 .500-20-UNJF-2A -10 Il Yes | 57 M30903891 .5625-18 UNF-2A -9 1} Yes | 97 | M446307 .500-20 UNF-2A -10 Il Yes
18 | CT00500-1 .500-20-UNJF-2A -10 Il Yes | 58 M30903894 .5625-18 UNF-2A -9 1} Yes | 98 | M446384-1 .75-16 UNF-2A -4 | Yes
19 | CT00600-1 .500-20-UNJF-2A -10 Il Yes | 59 M30903895 .5625-18 UNF-2A -9 1} Yes | 99 | M446518-1 .6875-24 UNEF-2A -5 | Yes
20 | CT01200-1 .500-20-UNJF-2A -10 1l Yes | 60 M30903896 .5625-18 UNF-2A -9 1 Yes | 100 | M446616 .5625-18 UNF-2A -9 Il Yes
21 | CT01400-1 .6875-24 UNEF-2A -5 | Yes | 61 M30903898 .500-20 UNF-2A -10 1 Yes | 101 | M446617 .500-20 UNF-2A -10 Il Yes
22 | CT01900-1 .6875-24 NEF-2A -5 | Yes | 62 M30903899 .500-20 UNF-2A -10 1 Yes | 102 | M472001-01 .9375-20 UNEF-3A -12 1 No
23 [ CT02300-1 .500-20-UNJF-2A -10 Il Yes | 63 M30903912 .625-32 UN-3A -6 I Yes | 103 | M841155-1 .875-20 UNEF-3A -13 v No
24 | M13083-10 .500-20 UNF-2A -10 1l Yes | 64 M30903913 .625-18 UNF-2A -8 1 Yes | 104 | M861345 .9375-20 UNEF-3A -1 | Yes
25 | M13083-25 .500-20 UNF-2A -10 Il Yes | 65 M30903920 .500-20 UNF-2A -10 1} Yes | 105 | M861355 .9375-20 UNEF-3A -1 | Yes
26 | M13083-45 .500-20 UNF-2A -10 Il Yes | 66 M30903927 .500-20 UNF-2A -10 1} Yes | 106 | M861375 .9375-20 UNEF-3A -1 | Yes
27 | M13083-5 .500-20 UNF-2A -10 Il Yes | 67 M30903928 .625-32 UN-3A -6 1} Yes | 107 | M861385 .9375-20 UNEF-2A -1 | Yes
28 | M13083-5M .500-20 UNF-2A -10 Il Yes | 68 M30903929 .625-18 UNF-2A -8 I Yes | 108 | M873364-1 .9375-20 UNEF-2A -12 1l No
29 | M262299-2 .500-20 UNF-2A -10 1l Yes | 69 M30903930 .500-20 UNF-3A -10 1} Yes | 109 | M873571-02 .9375-20 UNEF-2A -12 1l No
30 [ M30900000M | .500-20 UNF-3A -10 1l Yes | 70 M30903931 .5625-18 UNF-2A -9 1} Yes | 110 | M876296-3 .9375-12 UN-2A -2 | Yes
31 | M30900400 .500-20 UNF-2A -10 1l Yes | 71 M30903932 .625-18 UNEF-2A -8 I Yes | 111 | M876299-3 .875-20 UNEF-2A -3 Il Yes
32 | M30903801 .500-20 UNF-2A -10 1l Yes | 72 M30903933 .500-20 UNF-2A -10 1 Yes | 112 | M877744-03 .875-20 UNF-2A -3 Il Yes
33 | M30903819 .500-20 UNF-2A -10 1l Yes | 73 M30903934 .500-20 UNF-2A -10 1 Yes | 113 | M895408-1 .9375-20 UNEF-2A -12 1 No
34 | M30903822 .500-20 UNF-2A -10 1l Yes | 74 M30903935 .500-20 UNF-2A -10 1 Yes | 114 | M895409-1 .9375-20 UNEF-2A -12 1 No
35 [ M30903823 .500-20 UNF-2A -10 Il Yes | 75 M30903936 .500-20 UNF-2A -10 I Yes | 115 | M897776-01 .9375-20 UNEF-3A -12 1 No
36 | M30903824 .500-20 UNF-2A -10 1l Yes | 76 M30903937 .625-24 UNEF-2A -7 I Yes | 116 | MA805300-12 .5625-18 UNF-2A -11 | Yes
37 | M30903824-1 | .500-20 UNF-2A -10 1l Yes | 77 M30903938 .625-32 UN-2A -6 1} Yes | 117 | MA805300-41 | .500-20 UNF-3A -10 1l Yes
38 | M30903827 .500-20 UNF-2A -10 Il Yes | 78 M30903939 .500-20 UNF-2A -10 1} Yes | 118 | MA805300-43 | .625-18 UNJF-3A -8 1l Yes
39 [ M30903828 .5625-18 UNF-2A -9 Il Yes | 79 M30903940 .625-24 UNEF-2A -7 I Yes | 119 | MA805300-44 | .5625-18 UNF-3A -9 Il Yes
40 | M30903836 .625-18 UNEF-2A -8 Il Yes | 80 M30903941 .5625-18 UNF-2A -9 1} Yes
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