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TO: HOLDERS OF MASS SYSTEMS FIRE EXTINGUISHER P/N M811456  

 
 

REVISION 1, DATED OCT 6/10 
 

 
HIGHLIGHTS 

 
 
The highlights of the revision are outlined below. All pages have been revised and maintain the 
format of ATA 100 and the AECMA Simplified English guidelines. 
 
 

Chapter/Section 
and Page No. 

Description of Change Effectivity 

N/A Update to new SIL format 10-6-10 

Section 3, page 2 Revise weight with cartridge. 10-6-10 

Section 3, page 3 Update cartridge life. 10-6-10 

 
 

REVISION HISTORY 
 
Initial Release: Rev. 0, Dated 12-15-01 
Revision 1:  Rev. 1, Dated 10-6-10 
 
 
 
 
 
 
 
PLEASE NOTE THAT THE INFORMATION CONTAINED HEREIN WAS ORIGINATED BY AND IS THE PROPERTY OF 
MASS SYSTEMS, AMETEK AMERON, LLC. AND SHALL NOT BE USED, TRANSFERRED, REPRODUCED OR 
DISTRIBUTED WITHOUT WRITTEN CONSENT FROM MASS SYSTEMS.  ALL RIGHTS, ARE RESERVED BY MASS 
SYSTEMS. 
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SERVICE INFORMATION LETTER 26-14
 
 FIRE EXTINGUISHER TECHNICAL PROPERTIES 
 
1. SCOPE 

This Service Information Letter covers the fire extinguisher P/N M811456 manufactured by 
MASS Systems, AMETEK Ameron, LLC. 

 
2. INFORMATION 

The STC approved fire extinguisher P/N M811456 is a direct replacement for the Dexaero 
P/N 811456.  All tubing and electrical connections to the aircraft remain the same.  Mounting 
of the fire extinguisher P/N M811456 is identical and is a drop-in-replacement.  CAUTION:  
Prior to installation, verify the cartridge color coding matches the color code on the 
discharge valves (e.g. Red, Yellow, and Green).  The fire extinguisher is fully FAA 
approved and manufactured under an FAA - STC per the Federal Aviation Regulation (FAR) 
§21.605.  This installation will be accomplished in accordance with the Dassault Falcon 20 
manual 26-20-00. 
 

3. MASS Systems Fire Extinguisher 

The information below is believed to be correct, but does not purport to be all-inclusive and shall be 
used only as a guide in conjunction with approved safety procedures and all applicable regulatory 
requirements. 

TECHNICAL PROPERTIES 
 

PROPERTY SPECIFICATION 
  
Internal Volume 98-cubic inches (1,6 liter) 

Hydrostatic (Proof) Pressure 1000-psig (6895 kPag) 

Burst Pressure 1500-psig (10343 kPag) minimum 

Ambient Temperature Range -40F to +160F (-40C to +71C) 

Extinguishing Agent Halon 1211 

Weight of Charged Assembly 
Without Cartridges 
With Cartridges 

 
7.03-pounds (3,19 kg) maximum 
7.39-pounds (3,35 kg) maximum 
 

Weight Check Interval Once a year is recommended 

Pressure Check, Check Pressure Gauge Quarterly per year is recommended 
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Cartridge Life – Service and Storage 12-years maximum service, 15 years from 
manufacturing date 
 

Cartridge Classification 1.4s, UN0323 

 
4. DOCUMENTATION 

All the fire extinguishers are supplied with FAA Form 8130-3 Airworthiness Approval Tags.  
Applicable Component Maintenance Manual ATA 26-22-02 and Supplement M811456. 

 

 
>>> END OF SERVICE INFORMATION LETTER <<< 


