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SERVICE INFORMATION LETTER 26-18 
 
SCOPE 
 
This Service Information Letter covers the discharge outlet P/N 25720-1 manufactured by MASS 
Systems, A Unit of Ameron Global, Inc. 
 
AIRCRAFT MODEL AFFECTED 
 
Eurocopter Model Super Puma, fire extinguisher P/N 25700-1, 25700-2, 25700-3, and 25700-4. 
 
PURPOSE 
 
Apply protective coating on discharge outlet P/N 25720-1 where Anodize processing leaves a bare 
surface. 
 
PROCEDURE 
 
1. Clean the discharge outlet P/N 25720-1, dip the entire discharge outlet in the cleaning solvent.  
 
2. Mix 1/2 liter of Alodine solution using the Alodine powder per manufacturers instructions. 
 
3. Dip the entire discharge outlet P/N 25720-1 in the Alodine solution for two-minutes.  Remove the 

discharge outlet P/N 25720-1 from the Alodine solution and rinse with water.  Dry the discharge 
outlet P/N 25720-1 thoroughly. 

 
4. Using a small paintbrush, paint the Alodined surface with flat black oil base paint (for cosmetic 

purposes only). 
 
MATERIALS REQUIRED (Equivalent Items May be Used) 
 

NOMENCLATURE SPECIFICATION 
NUMBER 

SOURCE 

Alodine Powder 1200S Henkel Surface Technologies – France 
Andre Garcin, Sales 
TEL: 33-1-60-17-0202 

Black Oil Base Paint 7956 
Flat Black 

Rust-Oleum/France S. A. 
Daniel Cormenier, Sales 
TEL: 33-1-30-40-0044  
E-mail: dcormen@rust-oleum.fr 

Cleaning Solvent, 
Alcohol 

Federal Specification 
TT-I-735 

User supplied 

 
REFERENCES 
 
MASS Systems Supplements 25700-1, 25700-2, 25700-3, and 25700-4 and Component Maintenance 
Manual 26-22-02. 
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