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TO: HOLDERS OF THE CUTTER CARTRIDGE P/N M53000399-1  

 
 

REVISION N/C, DATED JAN 24/08 
 

 
HIGHLIGHTS 

 
 
The highlights of the revision are outlined below. All pages have been revised and maintain the 
format of ATA 100 and the AECMA Simplified English guidelines. 
 
 

Chapter/Section 
and Page No. Description of Change Effectivity 

 NO CHANGE, ORIGINAL REVISION  
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SERVICE INFORMATION LETTER 26-21
 
RESERVOIR ASSEMBLY:  Cutter Cartridge P/N M53000399-1  
 
1. SCOPE 
 

This Service Information Letter covers the M53000399-1 cutter cartridge manufactured by 
MASS Systems / A Unit of Ameron Global, Inc. 

 
TECHNICAL PROPERTIES 

 
PROPERTY SPECIFICATION 

Description  

 Part No. M53000399-1 
 Nomenclature Cutter Cartridge, Cable, Explosive UN 0070 

Temperature Properties  

 Range -65ºF to +250ºF (-54ºC to +121ºC) 

Storage Data  

 Container Plastic bag, electrostatic / static shield 
 Temperature -65ºF to +250ºF (-54ºC to +121ºC) 

 

2. INTRODUCTION 

MASS Systems cutter cartridges has increased safety of handling in that the No Fire 
condition is at 1.0 ampere 1.0 Watt.  The cutter cartridge is a Class 1.4s explosive device and 
can be transported by air. 

 

3. BRIDGEWIRE TEST OF CARTRIDGE 
 
WARNING: 

 
FOR SAFE HANDLING, PERSONNEL MUST BE GROUNDED AND A 
SHUNT DEVICE MUST BE INSTALLED ON EACH CARTRIDGE 
(EXCEPT WHEN SPECIFIED IN THE PROCEDURE).  INADVERTENT 
DETONATION OF A CARTRIDGE MAY CAUSE INJURY. 

 
Test cutter cartridge bridgewire resistance; refer to the appropriate Maintenance Manual for 
the reservoir assembly for the cutter cartridge test procedure. 



MASS SYSTEMS / A UNIT OF AMERON GLOBAL, INC. 
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4. TEST PARAMETERS 
 

REQUIREMENT: Bridgewire resistance is 0.9 to 1.1 ohms.

 
5. LIFE LIMIT 

The cutter cartridge life is 10-years service maximum and 12-years total (any combination 
storage / service). 
 

6. STORAGE 

Install a shunting device over electrical pins cutter cartridge.  Insert the cutter cartridge in an 
electrostatic plastic bag, then into a cardboard carton.  Seal and identify the cardboard carton.  
Mark the part number, Service Date, expiration date, and the pyrotechnic classification on the 
cardboard carton. 

 

The storage temperature is +40ºF to +100ºF (+4ºC to +38ºC). 

 
>>> END OF SERVICE INFORMATION LETTER <<< 


