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REVISION NO. 1 DATED OCT 15/01 
 

HIGHLIGHTS 
 

THIS PUBLICATION HAS BEEN REPRINTED IN ITS ENTIRETY.  REPLACE ALL 
PREVIOUSLY ISSUED COPIES OF THE SERVICE INFORMATION LETTER. 
 
The highlights of the revision are outlined below.  All pages have been revised and 
maintain the format of ATA 100 and the AECMA Simplified English guidelines. 
 
 

Chapter/Section 
and Page No. 

Description of Change Effectivity 

   
Page 1 Revised the recommended hydrostatic test interval 

to “5-years.”   
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MASS SYSTEMS  
A UNIT Of AMERON GLOBAL, INC. 
4601 Littlejohn Street, Baldwin Park, California 91706 U.S.A. 

 
 

SERVICE INFORMATION LETTER 52-01 
 
INTRODUCTION 

 
MASS Systems, A Unit of Ameron Global, Inc. manufactures an Emergency Power 
Reservoir Assembly for the Boeing Aircraft Models 747-100 Series, 747-200 Series, 747-
400 Series, and 757-200 Series. 
  
PMA COMPONENT PARTS ELIGIBILITY 
  
Refer to the Addendum for the installation eligibility.  The Addendum contains the 
MASS Systems, A Unit of Ameron Global, Inc. FAA – PMA Supplement 19. 
 
USAGE 
  
The MASS Systems emergency power reservoir assembly P/N 40400-2 replaces the HR 
Textron, Inc. emergency power reservoir assemblies P/N’s 803300-33, 803300-34, 
803300-35, 803300-36, 803300-37, and 803300-38. 
 
WARRANTY PERIOD 
 
Warranty for the emergency power reservoir assembly is 2-years from the manufacture 
date. 
 
LIFE LIMIT 
 
The emergency power reservoir assembly has unlimited life. 
 
HYDROSTATIC TEST INTERVAL 
 
The container weldment for the emergency power reservoir assembly is DOT design 
class 4DS (DOT-E 10440) and the recommended hydrostatic test interval is 5-years.   
 
NOTE:  Because the container weldment is made from 26-6-9 CRES, the internal cavity 

does not require a protective sealant. 
 
DOCUMENTATION 
 
The emergency power reservoir assemblies are supplied with FAA Form 8130-3 
Airworthiness Approval Tags. 
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