> MASS SYSTEMS

A UniT OF AMERON GLOBAL, INC.,

TO: HOLDERS OF THE COMPONENT MAINTENANCE MANUAL
SUPPLEMENT 51600-2, DATED MAY 1/02.

REVISION NO. 3 DATED JUL 1/03

HIGHLIGHTS

THIS PUBLICATION HAS BEEN REPRINTED IN ITS ENTIRETY. REPLACE ALL
PREVIQUSLY ISSUED COPIES OF THE SUPPLEMENT 51600-2.

The highlights of the revision are outlined below. The pages have been revised and
maintain the format of ATA 100 and the AECMA Simplified English guidelines.

Chaptet/Section Description of Change Effectivity
and Page No. . :
Title Page Added revision _date. |
Page T-2 Revised PMA Parts Notice baragraph.
Page RR-1 Added revision 'datel.' -
Page LEP-1 Added revision date.
Revised page dates. |
Page | Revised charge pressﬁre‘.
Revised hydrostatic test interval to five-years, .
Page 2 Deleted Weld per MIL-W-8611A. e
Page 701 Revised Table 701. |
Page 901 Revised fill tool part ni.lmber.. o
Page 1002 Added exploded view drawing,
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CONFIDENTIALITY NOTICE

This document contains confidential and proprietary information, which is the property’
of MASS Systems, A Unit of Ameron Global, Inc. and shall not be copied or reproduced,
in whole or in part, or the contents divulged or used for manufacture, without the specific
written permission of MASS Systems, A Unit of Ameron Global, Inc. Recipient, by
acceptance, use, or retention of this document, acknowledges and agrees to the foregoing
and covenants to maintain the contents in confidence,

TECHNICAL DATA EXPORT NOTICE

This data is exported to the requirements of the United States Government Export
Administration Act of 1969, as amended, and promuigated by the export administration
regulations as issued by the U. S. Department of Commerce. The data may not be
reproduced and shall not, without the written permission of MASS Systems, A Unit of
Ameron Global, Inc., be used for purposes of manufacture, or shall it be disclosed, re-
exported, nor transmitted directly or indirectly from the importing country to any person,
government, governmental entity or institution of another foreign government. It is
understood and agreed that the use of this data shall be limited to the following purposes:
(i) use by Support Service Contractors {except for manufacture), (i) emergency repair or
overhaul work, (iif) receiving inspection of hardware, (iv) evaluation of a bid or
proposal. By acknowledgement of receipt of data containing this legend, importer agrees
to comply thereto.

PMA PARTS NOTICE

MASS Systems, A Unit of Ameron Global, In¢c. authorizes the use of FAA-PMA
component parts approved for use on the fire extinguisher application.
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TECHNICAL PROPERTIES
Table 1
PROPERTY SPECIFICATION

Description " o

Part Number 51600-2 :

Nomenclature Fire Extinguisher, Smgle QOutlet

Complies With MIL-C-22284 and DOT-E-10440-900
Functional Properties

Internal Volume 1 8-cubic inches (0,30 liters)

Extinguishing Agent Bromotrifluoromethang (CBrF;)

Pressuring Gas

Nitrogen (N2)

Pressure Data At 70°F (21°C)

Charge Pressure 300- to 315-psig (2069 to 2172 kPag)

Hydrostatic Test Pressure * 1800-psig (12411 kPag)

Burst Pressure 2700-psig (18617 kPag) mirimum

Safety Relief Pressure 1430- to 1650-psig (9860 to 11377 kPag)
Weight Data

Empty Fire Extinguisher **
Extinguishing Agent (full charge)

1.55-pounds (0,70 kg) maximum
0.47- to 0.53-pounds (0,21 to 0,24 kg)

Nitrogen Charge 0.01-pound (0,005 kg} -
Charged Fire Extinguisher ** 2,09-pounds {0,95 kg) maximum
Weight Check Interval * | Once a year is recommended

Allowable weight deviation — actual welght
versus weight marked on identification plate

Minus 0.05-pound (0,02 kg)

*  The fire extinguisher hydrostatlc test mterval is every 5-years. If S-years have not elapsed,

hydrostatic test can be waived.

**  Weight check includes the outlet valve (Item 20),
Weight check does not include the cariridge (fem 5).

26-22-02 ons0m0

REV. 3 JUL 1/03
SUPPLEMENT 51600-2




MASS SYSTEMS

A UNIT OF AMERON GLOBAL
COMPONENT MAINTENANCE MANUAL
51600-2
PROPERTY SPRECIFICATION
Cartridge Data ' v : Co :
Voltage : ‘ 16-t0 30-VDC
Current Rating -All Fire 3.5-amperes minimum
No Fire 1.0-ampere, 1,0-watt maximum

Test Current 0.02-ampere maximum continuous
Bridgewire Resistance 0.9-to 1.1-Ohm

Actuation and Ground Terminal Size |

Maximum Life — Service and Storage
Classification

Torgue

Lockwire Size

8-32 UNF Thread

10-years o

1.4s, UN0323

90a to 100 inch-pounds (10,2 to 11,3 N-m)
0.20-inch (0,51 mm)

Pressure Gauge Data
Pressure Range

Accuracy at 600 psig (4137 kPag)
Accuracy at 300 psig (2068 kPag)
Orientation to Vertical Centerline

0-a to 1500-psig, 100-psi increments

(0 to 10342 kPag, 089,5 kPag increments)
+ 20-psig (£ 137,9 kPag)

+ 45-psig (= 310,3 kPag)

Within £ 20-degrees

Outlet Disc Data :
1D Length 0.255- to 0.265-inch (6,48 t0 6,73 mm)
Flange Thickness 0.095- to 0.105-inch (2,41 t0 2,67 mm)
Filler Valve Data .
Thread Size 0.250-28 UNF
Outlet Valve Data
Thread Size MS33657E8
Torque 25a to 30 foot-pounds (33,9 to 40,7 N'm)

Lockwire Size
Protective Cap Torque

0.032-inch (0,81 mm) ‘
110 to 130 inch-pounds (12,4 to 14,7 N'm)
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ASSEMBLY (INCLUDING STORAGE)

To charge the fire extinguisher w1th the required charge pressure of Nltrogen gas, refel to
Table 701 to determine the temperature versus charge pressure requirements.

Temperature Versus Charge Pressure

, - Table 701

TEMP 300-t0315PSIG | | TEMP | 2069 t02172 KPAG
of C at7ow e | atarc
60, 1 286 I 156 1867 | 1972
61 w89 Ll e |18 | 1993
62 292 166 |-1910 | 2013
63 295 172 2034
64 208 | 178 2055
65 300 183 2069
66 C303 | 18,9 2089
67 306 19,4 2110
68 309 200 2131
69, 312 20,6 2151
70 315 21,1 2172
71 318 21,7 2193
72 321 2,2 2213
73 34 | | 228 2234
74 327 233 255
75 | 316 | 330 23,9 2275
76 : -;_;3_,_'_13__*- 333 24,4 2296
77 amo| 3 25,0 2324
78| 326 | 340 25,6 2344
79 S8 | 34 26,1 2365
g0 | 332 | 347 26,7 2303

e e PAGE 701/702
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SPECIAL TOOLS, FIXTURES, AND EQUIPMENT

Special tools, fixtures, and test equipment required for maintenance of the fire extinguishers
are listed in Table 901. Equivalent items may be substituted.

Special Tools, Fixtures, and Equipment

Table 901
NOMENCLATURE PART OR SOURCE (CAGE)
SPECIFICATION
NUMBER

Cap, Hydrostatic Test, Discharge Boss 91021-1 MASS Systems, A Unit of
Ameron Global, Inc. (OFRR4)

Cradle 91033-18 MASS Systems, A Unit of
Coe -« . | Ameron Glob_aL Inc. (OFRR4)

Fill Tool 51630-1 MASS Systems, A Unit of
Ameron Global, Inc. (OFRR4)

Resurfacing Tool, Discharge Boss 91044-1 MASS Systems, A Unit of
Ameron Global, Inc. (OFRR4)

Safety Chamber, Cartridge 91035-1 MASS Systems, A Unit of
Ameron Global, Inc. (OFRR4)

Welding Fixture 91100-1 MASS Systems, A Unit of
Ameron Global, Inc. (OFRR4)

PAGE 901/902
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ILLUSTRATED PARTS LIST

BRIDGEWIRE

[ 1/ 1.00+0.182
A O0—
B o
c 1
- CASE GROUND

ELEC SCHEMATIC ——
75

35

IPL, FIGURE 1. FIRE EXTINGUISHER EXPLODED VIEW
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ILLUSTRATED PARTS LIST -
FIG. PART | AIRLINE NOMENCLATURF, EFF | UNITS
ITEM | NUMBER | PART PER
NO. NO. |1234 561 ASSY
1-1 | 516002 T | FIRE EXTINGUISHER, 18-CUBIC INCH RF
5 | 30600-22 . CARTRIDGE 1
10 | MS29513-016 . O-RING 1
15 | 24626-1 . TAG, CAUTION i
20 | 51620-1 . OUTLET VALVE 1
25 | 22740-1 . SCREEN WELDMENT 1
30 | MS29513-023 . ORING 1
35 | 51619-1 . CAP, PROTECTIVE |
40 | AN924-8D 1. oNuT 1
45 | M33440018-2 . DISC, RUPTURE I
50 | 51616-1 . FILLER VALVE i
55 | MS29513-004 . ORING i
60 | AN960CA16L . WASHER, FLAT i
65 | MS20364-428 . NUT, SELF LOCKING |
70 | 51624-1 . NUT, IDENTIFICATION PLATE 1
RETAINER
75 | 14300-1 . GAUGE, PRESSURE 1
80 |- . WASHER, SHIM 304L CRES AR
0.750-IN. OD, 0.385-IN. ID, 0.005-IN,
THICK
85 | 51623-1 . PLATE, IDENTIFICATION 1
90 | 51622-1 . DECAL, PRESSURE VBRSUS 1
TEMPERATURE
95 | 51610-1 . WELDMENT, CONTAINER 1
- Item not illustrated
26-22-02 "o o0
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