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TO: HOLDERS OF THE COMPONENT MAINTENANCE MANUAL SUPPLEMENT FX06700-1, 
DATED JAN 15/20. 

REVISION NO. 2 DATED MAR 2/20 

HIGHLIGHTS

THIS PUBLICATION HAS BEEN REPRINTED IN ITS ENTIRETY.  REPLACE ALL PREVIOUSLY ISSUED 
COPIES OF SUPPLEMENT FX06700-1. 

The highlights of the revision are outlined below.  The pages have been revised and maintain the format of ATA 100 
and the AECMA Simplified English guidelines. 

CHAPTER/SECTION 
& PAGE NO. 

DESCRIPTION OF CHANGE 

Page 901 Added more tooling/fixture entries in Table 901. 
Amended Nomenclature and Source column of Table 
901 accordingly.
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FX06700-1 ZC10-57-0002 75 CUBIC-INCH (1.23 LITER) 
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CONFIDENTIALITY NOTICE

This document contains confidential and proprietary information, which is the property of 
AMETEK Ameron, LLC d/b/a MASS Systems and shall not be copied or reproduced, in whole or 
in part, or the contents divulged or used for manufacture, without the specific written permission 
of AMETEK Ameron, LLC d/b/a MASS Systems. Recipient, by acceptance, use, or retention of 
this document, acknowledges and agrees to the foregoing and covenants to maintain the contents 
in confidence. 

TECHNICAL DATA EXPORT NOTICE

This data is exported to the requirements of the United States Government Export Administration 
Act of 1969, as amended, and promulgated by the export administration regulations as issued by 
the U. S. Department of Commerce.  The data may not be reproduced and shall not, without the 
written permission of AMETEK Ameron, LLC d/b/a MASS Systems, be used for purposes of 
manufacture, or shall it be neither disclosed, re-exported, nor transmitted directly or indirectly 
from the importing country to any person, government, governmental entity or institution of 
another foreign government.  It is understood and agreed that the use of this data shall be limited 
to the following purposes:  (i) use by Support Service Contractors (except for manufacture), (ii) 
emergency repair or overhaul work, (iii) receiving inspection of hardware, (iv) evaluation of a bid 
or proposal.  By acknowledgement of receipt of data containing this legend, importer agrees to 
comply thereto.

PMA PARTS NOTICE

AMETEK Ameron, LLC d/b/a MASS Systems will provide full warranty on all fire extinguishers 
provided the component parts used in the repair and overhaul process have formal after market 
FAA-PMA authority for use on the fire extinguisher application. 
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REV. 
NO. 
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DATE 
FILED 

BY  
REV. 
NO. 

ISSUE 
DATE 

DATE 
FILED 

BY 
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1 Jan 15/20 Jan 15/20 EK
2 Mar 2/20 Mar 2/20 EK



SUPPLEMENT COMPONENT MAINTENANCE MANUAL        

Initial Release MAY 6/19 
ECCN 9A610.Y.26 26-22-02 

PAGE RTR-1 
MAR 2/20 

SUPPLEMENT FX06700-1 

AMERON MASS SYSTEMS

RECORD OF TEMPORARY REVISIONS 

REVISION 
 NO. 

PAGE 
NUMBER 

ISSUE DATE BY 
DATE 

REMOVED 
BY 



SUPPLEMENT COMPONENT MAINTENANCE MANUAL        

Initial Release MAY 6/19 
ECCN 9A610.Y.26 26-22-02 

PAGE SBL-1 
MAR 2/20 

SUPPLEMENT FX06700-1 

AMERON MASS SYSTEMS

SERVICE BULLETIN LIST 

SERVICE BULLETIN ISSUE DATE DATE FILED BY 



SUPPLEMENT COMPONENT MAINTENANCE MANUAL        

Initial Release MAY 6/19 
ECCN 9A610.Y.26 26-22-02 

PAGE LEP-1 
MAR 2/20 

SUPPLEMENT FX06700-1 

AMERON MASS SYSTEMS

LIST OF EFFECTIVE PAGES

SUBJECT PAGE DATE 

Title Page T-1 May 6/19
Notices T-2 Jan 15/20

Record of Revisions RR-1 Jan 15/20

Record of Temporary Revisions RTR-1 May 6/19

Service Bulletin List SBL-1 May 6/19

List of Effective Pages LEP-1 Jan 15/20

Technical Properties 1 May 6/19
2 Jan 15/20
3 Jan 15/20

Testing and Fault Isolation 101 Jan 15/20

Assembly (Including Storage) 701 May 6/19
702 Jan 15/20

Special Tools, Fixtures, and Equipment 901 Mar 2/20

Illustrated Parts List 1001 Jan 15/20
1002 May 6/19
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TECHNICAL PROPERTIES

Table 1 

PROPERTY SPECIFICATION 

Description

Part Number FX06700-1

Nomenclature Fire Extinguisher, Dual Outlet

Complies With DOT-SP 10440-1050

Functional Properties

Internal Volume 75 cubic-inches (1.23 liter)

Extinguishing Agent Bromotrifluoromethane (CBrF3) Halon 1301

Pressurizing Gas Nitrogen (N2)

Pressure Data At 70F (21C)

Charge Pressure 600 to 625 psig (4137to 4309 kPag)

Hydrostatic Test Pressure 2100 psig (14479 kPag)

Burst Pressure 3150 psig (21718 kPag)

Leakage Rate 1.0 x 10-6 scc/second maximum

Safety Relief 1625 to 1750 psig (11204 to 12066 kPag)

Ambient Temperature Range -65°F to +185°F (-54°C to +85°C)

Weight Data

Empty Fire Extinguisher ** See Table 2

Extinguishing Agent (full charge) See Table 2

Nitrogen Charge See Table 2

Charged Fire Extinguisher ** See Table 2

Allowable weight deviation – actual weight 
versus weight marked on identification plate

Minus 0.10 pound (0.05 kg) 

* The fire extinguisher hydrostatic test interval is every 5 years.  If 5 years have not elapsed, 
hydrostatic test can be waived Per CFR Title 49, section 180.205. 

** Weight does not include the cartridges (Items 10). 
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PROPERTY SPECIFICATION 

Cartridge Data, Single Bridgewire

Voltage 16 to 32 VDC

Current Rating – All-Fire 3.5 amps minimum for 50 milliseconds

No-Fire 1.0 amps or 1.0 watt for 5 minutes 

Test Current 20 milliamps maximum continuous

Bridgewire Resistance 0.9  to 1.1 Ohm 

Electrical Connector, 3 Pin, Mates with MS3476L8-33S (J1 & J2)

Service Life 

Maximum Life (Service and Storage)

12-years max. service 

15 years total 

Classification 1.4s, UN0323

Torque 90 to 100 inch-pounds (10.2 to 11.3 Nm)

Lockwire Size 0.032 inch (0.81 mm)

         Electrical Schematic 

Temperature Compensated Pressure Switch 
Data (TCPS) at 70F (21C)

Voltage Rating 16-32 VDC nominal

Current Rating 1.0 Amps Nominal

Actuates Opened – Decreasing Pressure Below 460 psig (3172 kPag)  

Connector Pins Normally Closed between Pins A and C with 
pressure

Electrical Connector D38999/21YA98PN (J3)

Electrical Connector Mates With D38999/21YA98SN

Electrical Schematic 

Outlet Disc Data

Burst Pressure Data at 70°F (21°C) 1900 to 2100 psig (13100 to 14479 kPag) 

ID Flange Length 0.258 to 0.268 inch (6.55 to 6.81 mm) 

Flange Thickness 0.095 to 0.100 inch (2.41 to 2.54 mm) 
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PROPERTY SPECIFICATION 

Safety Relief Fill fitting Data

Burst Pressure Data at 70ºF (21ºC) 1625 to 1750 psig (11204 to 12066 kPag)

Torque 95 to 105 inch-pounds (10.7 to 11.9 Nm)

Thread size MS33514E4

Discharge Outlet Fitting Data

Thread Size MS33656E12 (1.0625-12 UNJ-3A) J1 & J2

Torque  25 to 30 foot-pounds (33.9 to 40.7 Nm)

Lockwire Size 0.032 inch (0.81 mm)

Table 2 

FIRE EXTINGUISHER PART NO. VS. WEIGHT 

PART NO. EMPTY FIRE EXT. 

(nominal) 

AGENT NITROGEN CHARGED FIRE EXT.  

(max)* 

FX06700-1 3.59 lbs 

(1.63 kg) 

2.35 to 2.45 lbs 

(1.07 to 1.11 kg) 

0.08 lb 

(0.04 kg) 

6.30 lbs 

(2.86 kg) 

*      Charged Fire Extinguisher maximum weight does not include protective caps. 

>>>THIS SPACE LEFT INTENTIONALLY BLANK<<<
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TESTING AND FAULT ISOLATION 

Test the Temperature compensated pressure switch (TCPS) P/N SW01200-1 using Table 101 to 
compare temperature versus pressure switch points requirements. Table 101 provides the 
pressure tolerance band (min. & max) that each TCPS is allowed to switch over from a closed 
circuit to an open circuit between pins A & C as pressure is decreasing. The TCPS should output 
a “closed circuit” for pressures above the max. switch point value and an “open circuit” for 
pressures below the min. switch point value at the specified temperature. 

TCPS Switch Points – Temperature versus Pressure (SW01200-1) 
Table 101 

TEMP PRESSURE – PSIG  TEMP PRESSURE KPAG 

F MIN MAX C MIN MAX 

60 430 480 15.5 2965 3309

62 435 485 16.6 2999 3344

64 441 491 17.8 3041 3385

66 446 496 18.9 3075 3420

68 452 502 20.0 3116 3461

70 460 510 21.1 3172 3516

72 465 515 22.2 3206 3551

74 471 521 23.3 3247 3592

76 476 526 24.4 3282 3627

78 482 532 25.6 3323 3668

80 492 542 26.7 3392 3737

82 500 550 27.8 3447 3792

84 507 557 28.9 3496 3840

86 514 564 30.0 3544 3889

88 521 571 31.1 3592 3937

90 528 578 32.2 3640 3985

92 536 586 33.3 3696 4040

94 543 593 34.4 3744 4089

96 550 600 35.6 3792 4137

98 557 607 36.7 3840 4185

100 565 615 37.8 3896 4240

NOTE: If the measured temperature is not in the table, use the higher temperature listed for the required 
pressure.

Recommended Test Intervals:  

Weight check: The recommended weight check interval for the fire extinguisher should be 
every 5 years.   

Bridgewire check: The recommended bridgewire check interval for the cartridges should be 
every 3 years. 
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ASSEMBLY (INCLUDING STORAGE) 

The Nitrogen gas charge pressure for the actual temperature of the fire extinguisher is listed in Table 
701 and Table 702. 

Temperature versus Charge Pressure – PSIG (FX06700-1) 
Table 701 

TEMP PRESSURE – PSIG TEMP PRESSURE PSIG 

F MIN MAX F MIN MAX 

59 561 586 80 638 663

60 565 590 81 642 667

61 568 593 82 646 671

62 571 596 83 651 676

63 574 599 84 655 680

64 577 602 85 659 684

65 580 605 86 663 688

66 584 609 87 668 693

67 587 612 88 672 697

68 590 615 89 676 701

69 593 618 90 680 705

70 600 625 91 685 710

71 603 628 92 689 714

72 606 631 93 693 718

73 610 635 94 697 722

74 613 638 95 702 727

75 616 641 96 706 731

76 619 644 97 710 735

77 622 647 98 714 739

78 625 650 99 719 744

79 629 654 100 723 748
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Temperature versus Charge Pressure – KPAG (FX06700-1) 
Table 702 

TEMP PRESSURE – KPAG TEMP PRESSURE KPAG 

C MIN MAX C MIN MAX 

15.0 3870 4042 26.7 4399 4571

15.6 3892 4064 27.2 4428 4600

16.1 3914 4086 27.8 4457 4630

16.7 3936 4108 28.3 4487 4659

17.2 3958 4130 28.9 4516 4688

17.8 3980 4152 29.4 4545 4718

18.3 4002 4174 30.0 4574 4747

18.9 4024 4196 30.6 4604 4776

19.4 4046 4218 31.1 4633 4805

20.0 4068 4240 31.7 4662 4835

20.6 4090 4262 32.2 4692 4864

21.1 4137 4309 32.8 4721 4893

21.7 4159 4331 33.3 4750 4922

22.2 4181 4353 33.9 4779 4952

22.8 4203 4375 34.4 4809 4981

23.3 4225 4397 35.0 4838 5010

23.9 4247 4419 35.6 4867 5040

24.4 4269 4441 36.1 4896 5069

25.0 4291 4463 36.7 4926 5098

25.6 4313 4485 37.2 4955 5127

26.1 4334 4507 37.8 4984 5157
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SPECIAL TOOLS, FIXTURES, AND EQUIPMENT 

Special tools, fixtures, and test equipment required for maintenance of the fire extinguisher are 
listed in Table 901. Equivalent items may be substituted. 

Special Tools, Fixtures, and Equipment 
Table 901 

NOMENCLATURE 
PART OR 

SPECIFICATION 
NUMBER 

SOURCE (CAGE) 

Cap, Hydrostatic Test, Discharge Boss 91021 AMETEK Ameron / MASS (0FFR4) 

Cradle 91033-1 | 

Safety Cap, Outlet Boss 27319-1 | 

Resurfacing Tool, Discharge/Fill Boss 91044-1, -2 | 

Safety Chamber, Cartridge 91035-2 | 

Test Box, TCPS 91900-1 | 

Welding Fixture 

Charging Fixture/Fill Tool 

Discharge Tool 

Safety Wire 

Extinguishing Agent 

91100-1 

OA81266100-T 

OA81266100-T 

      – 

Halon 1301 

AMETEK Ameron / MASS (0FFR4) 

AMETEK Ameron / AGPS (0FFR4) 

AMETEK Ameron / AGPS (0FFR4) 

Commercially Available 

Commercially Available 
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ILLUSTRATED PARTS LIST 

Fire Extinguisher FX06700-1 Exploded View 
IPL Figure 1001 
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ILLUSTRATED PARTS LIST 

Fire Extinguisher P/N FX06700-1 
IPL Table 1001 

FIG. 
ITEM 
NO. 

PART NUMBER 
AIRLINE 
PART NO. 

NOMENCLATURE 

1   2   3   4    5   6   7 
EFF 

UNITS 
PER 

ASSY 

1 –1 FX06700-1 FIRE EXT., 75 CUBIC INCH (AIDC P/N ZC10-57-0002) RF 

10 CT03800-1 .   CARTRIDGE 2 

15 SU01251-16 .    .   O-RING 2 

-20 SU00950-1 .   TAG, CAUTION  2 

25 FX04515-3 .   OUTLET, DISCHARGE 2 

30 22740-1 .    .   SCREEN WELDMENT 2 

35 MS29513-023 .    .   O-RING (SCD SU01251-23) 2 

-40 FX06705-1 .   CHARGED CONTAINER 1 

45 M33440018-6 .    .   DISC, RUPTURE (WELDED) 2 

50 M35240130-14 .    .   FILL FITTING, FIREX (WELDED) 1 

55 M31470900 .    .   O-RING 1 

60 SU03400-4 .    .   ANTI-RECOIL CAP (FILL FITTING) 1 

65 SW01200-1 .    .   PRESSURE SWITCH, 

         TEMP. COMPENSATED (TCPS) (WELDED) 

1 

-70 33019-1 .    .   SHIM(S) (TCPS) A/R 

75 FX03708-3 .    .   IDENT & DATA PLATE  1 

-80 FX06710-1 .    .   WELDMENT, CONTAINER 1 

-85 SU03400-12 .   ANTI-RECOIL CAP (DISCHARGE OUTLET) 2 

90 FX01602-1 .    .   RUBBER SLEEVE 1 

95 FX01620-5 .    .   MOUNTING KIT 1 

100 25318-5 .    .    .   BRACKET – MOUNTING 2 

105 FX01630-1 .    .    .   WELDMENT – CLAMP ASSY 2 

- Item not illustrated 


